
The CANOR TP101 MKII is a prestige integrated tube 
amplifier with EL34 power tubes in ultralinear connecti-
on, working in class AB with high quiescent currents. 
Cherry wooden frame is fitted to the massive iron bea-
ring structure. The outer design is made of noble mate-
rials such as natural cherry wood, stainless sheet steel, 
and chrome. There are five inputs and a separate line 
output for recordings. Following the tradition of high-
end equipment, the circuit is of dual mono constructi-
on. The large toroidal power transformer is designed to 
provide independent power for left and right channel. 
The tube amplifier is equipped with a remote volume 
control system which does not interfere with its great 
sound quality. The volume is adjusted via top-grade mo-
torized ALPS potentiometer.

Specifications
Output power		  2 x 50 Watt RMS / 4 and 8 Ohm
Input sensitivity		  250 mV / 50 Watt
Input impedance		  100 kOhm
Harmonic distortion	 0.1 % (1 kHz, 5 Watt)
Frequency range		  20 - 20 000 Hz ±0.2 dB / 5 Watt
S / N ratio		  90 dB
Valves			   1x 12AX7, 2x ECC 81, 4x EL 34
Power			   230 V, 50 Hz, 250 VA
Dimensions (W x H x D)	 450 x 185 x 375 mm
Weight			   23 kg
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