
The CANOR TP105 VR is an integrated tube amplifier 
with EL34 power tubes in ultralinear connection, wor­
king in class AB with high quiescent currents. The front 
panel is made of natural cherry wood with a quality fi­
nish. The tube amplifier contains four pieces of 12AT7 
tube, four pieces of EL34 tube and four pieces of PY88 
tube. Its massive metal case is divided into three isolated 
chambers. One contains toroidal power transformer, 
the second the electric circuits of the amplifier, and last 
one the output transformers. Such a solution improves 
the parameters of the tube amplifier. The vacuum dio­
des used in the power supply greatly affect the overall 
character of sound and improved microdynamics. Selec­
tor switch allows you to connect five signal sources. The 
tube amplifier is equipped with a remote control and 
the volume is adjusted via top-grade motorized ALPS 
potentiometer.

Specifications
Output power		  2 x 40 Watt / 4 and 8 Ohm
Input sensitivity		  350 mV / 40 Watt
Frequency range		  20 - 20 000 Hz ±0.1 dB / 5 Watt
Input impedance		  100 kOhm
Inputs			   5
Harmonic distortion	 <0.1 % (1 kHz, 5 Watt)
S / N ratio		  >90 dB
Tubes			   4x 12AT7, 4x EL 34, 4x PY88
Power			   230 V, 50 Hz, 400 VA
Dimensions (w x h x d)	 435 x 160 x 350 mm
Weight			   19 kg
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